Allied Feeds Project

DTD Plant Stack Emission Testing  (Re-commissioning of Plant)
Results – July 2007
	
Stack Emission Parameter
	Concentration at 11% O2
	DEC (EPA) Limit
	Status

	
	July  2007 
	
	

	
Total Particulates (mg/m3)
	6.68
	25
	Pass

	
Total Fluoride (mg/m3)
	3.03
	45
	Pass

	
Sulphuric Acid Mist (mg/m3)
	3.95
	90
	Pass

	
Volatile Organic Compounds (ppm)
	2.5
	9
	Pass

	
Nitrogen Dioxide (mg/m3)
	120.3
	450
	Pass

	
Carbon Monoxide (ppm)
	2.1
	90
	Pass

	
Hazardous Substances1 (mg/m3)
	0.1
	0.5
	Pass

	
Cadmium (mg/m3)
	0.002
	0.1
	Pass

	
Mercury (mg/m3)
	0.009
	0.1
	Pass

	
Hydrogen Chloride (mg/m3)
	<0.16
	90
	Pass

	
Chlorine (mg/m3)
	0.71
	180
	Pass

	
Dioxins and Furans2 (ng/m3)
	0.11
	0.1
	Fail*


1 Hazardous Substances: Antimony, Arsenic, Beryllium, Cadmium, Chromium, Cobalt, Lead, Manganese, Mercury, Nickel, Selenium, Thallium, Tin, Vanadium.

2 Dioxins and Furans reported at WHO05 – TEQ, dry, 273K, 101.3 kPa and 11% O2.

* Potential cause currently under investigation to determine appropriate corrective action. Re-test required.
