Allied Feeds Project - DTD Plant Stack Emission Testing

Results – December 2008
	
Stack Emission Parameter
	Concentration at 11% O2
	DECC Limit
	Status

	
	December 2008 
	
	

	
Total Particulates (mg/m3)
	14
	25
	Pass

	
Total Fluoride (mg/m3)
	0.16
	45
	Pass

	
Sulphuric Acid Mist (mg/m3)
	1.7
	90
	Pass

	
Volatile Organic Compounds (ppm)
	0.35
	9
	Pass

	
Nitrogen Dioxide (mg/m3)
	120
	450
	Pass

	
Carbon Monoxide (ppm)
	<1
	90
	Pass

	
Hazardous Substances1 (mg/m3)
	0.083
	0.5
	Pass

	
Cadmium (mg/m3)
	<0.00002
	0.1
	Pass

	
Mercury (mg/m3)
	0.00071
	0.1
	Pass

	
Hydrogen Chloride (mg/m3)
	0.12
	90
	Pass

	
Chlorine (mg/m3)
	0.22
	180
	Pass

	
Dioxins and Furans2 (ng/m3)
	0.065
	0.1
	Pass


1 Hazardous Substances: Antimony, Arsenic, Beryllium, Cadmium, Chromium, Cobalt, Lead, Manganese, Mercury, Nickel, Selenium, Thallium, Tin, Vanadium.

2 Dioxins and Furans reported at WHO05 – TEQ, dry, 273K, 101.3 kPa and 11% O2.
Note:  The results above were obtained from a full suite of stack emission parameter tests.  A full suite of tests is required every three months to satisfy licence conditions.
